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Benchtop Microprocessor Conductivity Meter

Single Point Push-Bu�on Calibra�on:
CM series with single point calibra�on func�on, you need only set 
conduc�vity value of the calibra�on solu�on at 25°C and immerse 
conduc�vity electrode into solu�on, then press [ENTER] key. The 
meter will calibrated automa�cally.

Auto-Ranging for Conduc�vity:
The meter has auto-ranging func�on when measuring conduc�vity. 
A�er electrode is immersed in solu�on, the meter will respond 
quickly and convert range.

Auto Temperature Compensa�on:
CM-10T will recognize the temperature sensor automa�cally and 
measure temperature a�er temperature sensor connected to the 
meter. If the conduc�vity electrode is connected to it, the meter 
will enter automa�c temperature compensa�on.

Adjustable Temperature Coefficient:
Different ion solu�ons usually have different temperature coeffi
-cient -  se�ng temperature coefficient correctly is very important 
to measurement, CM series can be set in the range of 0 to 3.9% 
percen�grade degree.

Adjustable Cell Constant: 
When measuring higher or lower conduc�vity solu�on, you should 
choose conduc�vity electrode with different constant. The meter 
with three cell constant (0.1,1,10) for your choice.

What's included:
DJS-1 conduc�vity electrode(K=1), electrode holder, 9V power 
adapters, temperature probe (only for CM-10T)

Model CM-15 CM-10 CM-10T

Conduc�vity Range

Conduc�vity Accuracy ± 1.5% Ful l  Sca le

Temperature Range 0 ~ 100 °C 

Temperature Accuracy ± 1 °C 

Ca l ibra�on Points

Cal ibra�on Solu�on 146.6 µS/cm 1408 µS/cm 12.85 µS/cm 

Temperature Compensa�on

Temperature Coefficient

Cel l  Constant

Display

Power

Dimens ion (LxWxH)

Weight

1 Point

LCD

± 1% Ful l  Sca le

0.05~2 x 105 µS/cm 

N/A

N/A

K = 0.1,  1.0,  10  Adjustable

8.5 x 8 x 2.5 inch / 210 x 205 x 65 mm

9V DC, us ing AC adapters

3.3 lbs  / 1.5 kg

0 ~ 50°C  (manual )

0 ~ 3.9% per °C 

Specification




